Setup the Fantom G with AK-2 Pro

1. Choose the Live set , or Single set.
2. Hit the Patch Button Twice which takes you to theRiib Screen
3. Go to Control 1 Tab, and Set the following

Control 1 Source --- After Touch

Control 1 Destination 1 - Pitch
Control 1 Sens 1 - (-13)

- >

4. Save the Patch, and Save the Live Set. Repeatdiie aperation to create another
patch.

Note: You Must Set the Remote Keyboard Switch to Off, bgkaolig the
Menu Button, System Screen, Midi Tab and Changing it to Off

02!
Device ID
" Studio Set Control Channel

" Live Set Control Channel
Transmit Program Change
Transmit Bank Select
Transmit Active Sensing
Transmit Edit Data
Soft ThesusR
Remote Kewboard Switch
Recelve i caon Chanes
Receive Bank Select
Receive Exclusive

Receive GM1 Sustem On
Receive GM2 Sustem On
Receive GS Reset

I?:| Device ID



Programming the AK-2 Pro

Press both the CANCEL/STBY and TUNE/SETUP buttd

Primary Instrument

The Display sho

1. Press "C"

The Display shoval

2. Press "G".

The Display shows the midi channel numbeD

Notes: Make sure that the AK-2 Pro's midi channel is the same &®theM3's
midi channel.

Use the Transpose buttons of the AK-2 Pro to select the appropriditehannel.

3. Press Tune/Setup (yellow button)
4. If you do not want to Program the Secondary instrumnient press CANCEL/STBY.



